
No part of this machine specification may be used and/or duplicated without the express prior permission of: Fluidor Equipment B.V. 

 

 

   

 
  

MACHINE  SPECIFICATION  

CARTON  SQUEEZER  

BMPS  

Machine name BMPS Manufacturer Fluidor Equipment B.V. 

Publication date 03-03-2026 Address Ramgatseweg 25, 4941VN 
Raamsdonksveer, The Netherlands 

Version 1.3 Telephone +31(0)162 581 450 

 



No part of this machine specification may be used and/or duplicated without the express prior permission of: Fluidor Equipment B.V. 1 
 

 

 

BMPS 

DESCRIPTION 
The Fluidor Carton Squeezer, type BMPS, is designed for processing cartons with or without plastic screw caps. Purpose 
of this machine is to recover product by separating the liquid product from its packing. The recovered product can be 
reused after reprocessing and quality verification. For controlled loading of cartons we advise our Loading Conveyor but 
loading can also be done manually or by connecting to other automated conveyor systems. The cartons drop on a driven 
belt conveyor and are pressed open by a pneumatic operated press plate. After opening the remaining product in the 
cartons is squeezed out by an electric driven hygienic squeezer. Empty cartons fall into a container or discharge conveyor 
and are ready for a paper compacting press. The product is collected, filtered and discharged by a centrifugal pump for 
next process steps. 
 

DESIGN SPECIFICATION 
� ̃ According actual CE-regulations 

� ̃ Developed and built according quality system ISO 9001 

� ̃ Clean design according actual EN1672-2 and HACCP-regulations   

� ̃ Food contact materials according EC 1935/2004 and FDA 

� ̃ Good Manufacturing Practice Regulation (EC) 2023/2006 

� ̃ Components according Fluidor standard components list 

� ̃ Machine prepared for integration into existing CIP-system (CIP covers included) or the machine can perform an 
stand-alone CIP, with some manual actions 

� ̃ The CIP supply is not equipped with a mix-proof valve solution 

� ̃ The machine can be fully drained by a drain valve under the machine 

� ̃ Machine control by HMI 

� ̃ Control cabinet IP55 / NEMA 12 (VX25,various sizes, AISI 304) 

� ̃ Module for remote internet access 

� ̃ Construction AISI304 

� ̃ Piping parts + product contact parts AISI 316  

� ̃ Hygienic stainless steel hopper 

� ̃ Electric driven carton squeezer with finger protection, hygienic design, consisting out of knurled AISI 316 lower 
roller and natural rubber upper roller 

� ̃ Frequency controlled centrifugal product pump 

� ̃ Built-in filters for product and CIP with a 1.5 mm mesh.  

� ̃ The machine is prepared for connecting a loading conveyor. 

� ̃ Machine is designed to be used 12 hours a day 5 days a week and 52 weeks a year 
with proper maintenance and an expected service life of 20 years 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 

  


